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Clean Water! Fresh Taste!
All at your ﬁngertips.

The Reo-Pure™ EC Series offers crystal clean, fresh

tasting water for an endless number of small-scale
applications!

Our wide range of models give you the flexibility to find
the exact system you need. Whether you are looking to
improve the taste of your water, or remove unwanted

contaminates, we have
dﬂ _  _ . the RO system to get

the job done.,

B B St Available in Capacities for
unm.uv.wraa:smt.ume e : 25, 50, 100 & 150 Gallons Per Day

Benefits
+ Fast Instaiiazion
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IN TERNA”ONAL, ’NC. Proud Manufacturer of Reo-Pure™ RO System:s.



REO-PURE™
EC Series Models

Reo-Pure ;e

e - — ——————3

RO SYSTEMS

residential

reverse osmaosis

and filtration

SPECIALTY RO SYSTEMS

SERIES systems

FILTER SYSTEMS

pH Range:
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EASY INSTALLATION PACKET FEED WATER PARAMETERS
Included with every system! Designed for use with potable water sources only.
Temperature Range: 40°F - 90°F (5°C - 30°C)
Feed Water TDS: < 1,000 PPM
Hardness: < 10 GPG
Iron: 0,01 PPM (dissolved)
Turbidity: <1 NTU
Hydrogen Sulfide: Must be removed.
Inlet Feed Water Pressure: 40 PS| - 85 PSI




